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Adsorption cartridge ODO 

 

DESCRIPTION 
ODO adsorption cartridge have been specifically developed for high efficient 

drying of compressed air(1).  
 

APPLICATIONS(2) 

 
• Replacement element for ultrapack 2000 

 
(1)For any other technical gas please contact us or your local dealer 
(2)ODO grade element can be used in variety of applications. For applications not listed please 

contact us or your local dealer. 

 

 

TECHNICAL SPECIFICATION 
 

 

 

 

 

 

 

 

 

 

 

MATERIALS 

 

 

 

 

 

 

 

 

 

INFORMATION IN THIS  DOCUMENT IS SUBJECT TO CHANGE WITHOUT NOTICE 

 

Our quality management system is 

certified by BUREAU VERITAS in 

conformity with ISO 9001:2008 

Reg. number: 200285 

 

 

FILTER 

ELEMENT 

SIZE 

FIT INTO 

DRYER QUANTITY 
FLOW CAPACITY 

PREFILTER ELEMENT (MF) 

AFTERFILTER ELEMENT (PE) 

US title EU title [m3/h] [scfm] Size Qty (each) 

10/2 UP0003-60 0005 2 5 3 0205 1 

10/2 UP0005-60 0010 4 8 5 0305 1 

10/2 UP0010-60 0015 6 17 10 0410 1 

10/2 UP0015-60 0025 10 25 15 0610 1 

10/4 UP0020-60 0035 4 25 20 0420 1 

10/4 UP0030-60 0050 6 34 30 0520 1 

10/4 UP0040-60 0065 8 68 40 0525 1 

10/4 UP0050-60 0080 10 85 50 0725 1 

10/4 UP0060-60 0100 12 102 60 0725 1 

Filter media Molecular sieve 

Housing material Aluminium 

Fittings, Screws Stainless steel, Aluminium 

End caps pa6 gf30 

Sealing NBR 

Bonding Polyurethane 

mailto:info@omega-air.si
http://www.omega-air.si/

